
Fluid transfer and storage are widely used in the continuous process industry. With the intent 
to contribute on a fast growing area of studies, the following paper aim’s the identification of 
a dynamic system, inferring the fluid level of one of the system’s tanks used in the process 
from frequency’s signal used at pump’s speed control. Two mathematic equations were 
tested: ARX and ARMAX. ARMAX model has been adjusted properly to the purposes of the 
study

Keywords: dynamic

Sistemas de transferência e armazenamento de fluidos são largamente usados nas indústrias 
de processos contínuos. Pensando em contribuir para os estudos que hoje, cada vez mais, se 
desenvolvem nessa área, este trabalho voltou-se para a identificação de um sistema dinâmico 
inferindo o nível de um dos tanques usados no processo, a partir do sinal de frequência 
utilizado no controle de velocidade da bomba. Duas representações matemáticas foram 
testadas: ARX e ARMAX. O modelo ARMAX ajustou-se mais adequadamente aos propósitos 
do estudo. 
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Figura 1 Bancada Didática.
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Figura 2 Fluxograma da comunicação entre os hardwares do experimento. 
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Figura 3: Registro do experimento para identificação do nível. 
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Figura 4: Função de correlação cruzada velocidade e nível. 
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Figura 5: Comportamento do modelo ARX. 

Figura 6: Comportamento do modelo ARMAX. 



off-set
Matlab

off-set

Introdução à identificação de sistemas: 

A escrita da História

Identificação de sistemas

System Identification

Apud  Identificação de sistemas


